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ClearPlex Windshield Protection Film
Common Applications:

• Personal Vehicles
• Rental Fleets
• Tour Buses
• School Buses
• Recreational Vehicles
• Construction Equipment
• Taxi Cabs and Shuttle Vans
• Show Cars
• Long Haul Trucks

ClearPlex Invisible Windshield Protection 
Film helps protect glass from rock chips, 
pitting, and bull’s-eyes, keeping glass in 
its original, pristine condition.

ClearPlex Film is optically clear so drivers 
don’t even notice it’s applied and it’s 
guaranteed not to peel, bubble, crack, or 
yellow under warranty. 

ClearPlex Windshield Protection Film can 
also be applied to sunroofs, side and rear 
windows for added protection against 
hail and smash and grab incidents.   



Windshield Protection

Technical Specifications

Total Solar Energy:
Transmitted % ...................................................82.0
Reflected % .......................................................10.0
Absorbed % ........................................................8.0

Visible Light:
Transmitted % ...................................................87.0
Reflected Exterior %.........................................10.0
Absorbed % ........................................................3.0
Glare Reduction %..............................................5.0

Ultraviolet Light:
Transmitted % .....................................................0.0
Reflected % .........................................................5.0
Absorbed % ......................................................95.0

Physical Properties:
Film Thickness.............................................0.0045”
Structural Component..................................0.004”
Base Film Type .........................................Polyester
Adhesive Type...............Acrylic Pressure Sensitive
Tensile Strength ...............32,000 PSI Avg. MD/TD
Break Strength .........100 Pounds Per Inch (Width)
Peel Strength ...............3.5 to 4.5 Pounds Per Inch
Abrasion Resistance ............ 0.3 to 0.5 Delta Haze
Infrared Surface Blockers .......................15 to 20%
Pencil Hardness ..................9H (harder than glass)

Specification Use Statement
Reported values are typical properties and should not be used as a speci cation. Since the user is aware of the speci c conditions in which the product is to be used, it is the user’s responsi-
bility to determine whether the product is suitable for intended use. If you need veri cation regarding speci c use or additional information, please contact Madico Window Films or your 
local Madico Authorized Dealer.
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